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Config tool instruction

1 Connect module

Connect module to PC by a RS485 to USB converter

B CWT-Modbus sensor tool = 9 X

COME| Com3 v IRBBSH 9600 M - I M Open e A

1. Chgose correct com port

b | & |
DefaU't BPS . 9600 Slave new address: 255 ]&J
Sensor BPS 100:9600 v|
Sensor parity [00000-None v
Register address: [16: SlaveAddr+BPS v]
Temperature Acquisition Module Register type: 4x00cHolding|Keep v
et IEETETETTH o e (R
Pouen S0-00Y Gutout: £5408 (Rledhes 8180 Value type: Signed v
Value scale: 1
Register value: , ILRE(LHm

Log: | Clear 1

2 Choose Model

Data can be written within 255 seconds after powerup

Sensor:
CWT-TM-6PT
4\ : : CWT-TM-8PT
o Slave address: CWTTM14PT
ComWinTop CWT-TM-16PT
Slave new address: | |CWT-TM-32DS Write
Sensor BPS: (100:9600 v
Sensor parity: [00000:None v
i Register address: lchannel 1 v‘
2-Channel PT100/PT1000 Register type: 4x00x:Holding|Keep v
RS485 Transmitter
ermin Value type: Signed v
e FTioon
Value scale: 0.1
Register value: ‘ [ Read ]

Log: Clear
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3 Read value

3.1 read ID

B CWT-Modbus sensor tool

SEONE| CoM3

v [RBBSH 9600 M - B | Close ]
Data can be written within 255 seconds after powerup
Sensor:
Slave address:

Temperature Acquisition Module

Power: 89-30V Output: R

4 read channel value

Data can be written within 255 seconds after powerup

ComWinTop

Temperature Acquisition Module

o IR vt v EEETY

Power: 8V-30V Output: RS485 (Modbas RTY)

CEDECECEDDDE

Slave new address:
Sensor BPS

Sensor panty
Register address:
Register type:
Value type:

Value scale:

Register value:

Log:

Sensor:

Slave address:
Slave new address:
Sensor BPS:

Sensor parity.

Register address:

CWT CO,, LIMITED

TEL: +86-755-26719954 | www.comwintop.com

[PD3060-8PT

M

4x00 HoldinglKeep

Signed

wo

~ e

[Gowr |

[CWT-TM-8PT

|1

[0-255

| 100:9600

| 00000:None

channel 2
channel 3
channel 4
channel 5
channel 6
channel 7
channel 8

H Read ]
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5 Set parameters

5.1 Set ID

B cWT-Modbus sensor tool = (=} X

Sensor: | PD3060-8PT v
IZ ]I Read I
ComWinTop
2 |[ write |
1. Enter new ID [100.9600 —
| 00000:None

[16: SlaveAddr+BPS

Temperature Acquisition Module 4x00¢ Holding|Keep v
Pewer: 1V-30V Output: RS485 (Modbes ATU Signed v
1714154 0 2l [0[89 |4 ) 1
»lwl<|s
Register value: ]I Read “ Write ]

TX:00 03 00 10 00 01 84 1E
RX:02 03 02 02 04 FC E7

Log: Clear

5.2 Set Baud

B CwT-Modbus sensor tool = X

Data can be written within 255 seconds after powerup

Sensor: [PD3060-8PT v

Slave address: |1 ]I Read I
ComWinTop

Slave new address: |2 ” Write I

Sensor BPS: £11:4800 v

| 00000:None

[16: SlaveAddr+BPS

MR 1 choose BPS

Temperature Acquisition Module 4xoxx:Holding|Keep v

Output: RS48S (Modbes RTY Signed

1

]I Read ” Write I

Log: Clear




