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Read and write testing by modbus poll 
MODBUS REGISTER MAP  

 IO Port PLC address Function code Format Read/Write Scaling 

Di0 ~ Di7 10001~10008 02 UINT16 R 1 

Do0 ~ Do5 00001~00006 01/05 UINT16 R/W 1 

PT0 ~ PT7 40051-40058 03 UINT16 R 0.1 

  

1. Read digital input 
DI start address is 10001, For example, read Di0-Di7 

 

 



深圳市盈科互动科技有限公司 CWT CO.,  

TEL：+86-755-26719954 ｜ www.comwintop.com   

  

Page: 2                                                                                                                                                                Version: V1.0 
 

  

2. Read digital output 
DO start address is 00001, For example, read DO0-DO5 
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3. Write digital output 
Do start address is 00001, For example, read Do0-Do5 
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4. Read PT100 input 
PT input start address is 40051, For example, read PT0-PT7 

 
 

 

Channel 1=DF H=>223 D=22.3 

Channel 2=100 H=>256 D=25.6 

Channel 3=D6 H=>214 D=21.4 

Channel 4=116 H=>278 D=27.8 

Channel 5=155 H=>341 D=34.1 

Channel 6=137 H=>311 D=31.1 

Channel 7=10B H=>267 D=26.7 

Channel 8=106 H=>262 D=26.2 

 

 


