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1 Size

{ ) Antenna connector 4 6 mm
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2 Hardware Description

2.1 LED indicator description

|BAT|NET|ACT|SRV|

Indicator Status means
BAT
reserve reserve
(Green)
NET
reserve reserve
(Red)
reserve reserve
On Starting
SRV (Orange)

Off Starting complete

2.2 Antenna
Standard SMA female interface (50Q)

2.3 Wiring terminal

00

4 Digital input | 4 Relay drivable output RS232 DC12-24V
D3] DI2] DI1 | Dlo|eND|DO3|D02| Do1|Do0 |GND| TXD|RXD] W= | v+

° gEEE EEEEEEEEE -©

Terminal specification: 14pin * 3.81mm

@® DC12-24V (Power in)

V+ and V- is DC12-24V power in

® RS232

It's configuration port

® 4 Digital Inputs

dry contact trigger
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4 Digital input | 4 Relay drivable output R8232

DCAZ-24V

pi3] Diz] bi1 ] pio[GnD]Doa][poz] Do1[poo |GND] TXD[RXD
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@ 4 Relay Drivable Output
Type: open-collector output (transistor output)

Output drive voltage=power supply DC voltage, drive current <500mA
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4 Digital input | 4 Relay drivable output RS5232

DC12-24V

Di3]| oi12] oi1 | pio Jeno]oo3]|poz] bo1]poo| b D | RXD!
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Exterior relay connection

Relay Coil-

Relay Relay

elay Coil+
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