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 Test Modbus TCP by Modbus poll 

 

Setup IP address for Modbus io module. 

 

Restart Modbus io module after setup 

 

Run Modbus Poll and connect the IP address 

 

Setup IP address 

Setup local Wi-Fi name and password 
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1. Read digital input 

Fox example, read 4 channels of Di, slave id=1 

 

 
 

 
 
 
 
 
 

Salve id 

Choose  
function code 01 Enter start address 

1001 
(PLC Offset address) 

Number of 
reisters 

Choose PLC 
address 
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2. Read digital output 

Fox example, read 4 channels of Do, slave id=1 

 

 

 

 

 

 

Salve id 

Choose  
function code 01 Enter start address 1101 

(PLC offset address) 

Number of 
reisters 

Choose PLC 
address 
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3. Read analog input 

Fox example, read 4 channels of Ai, slave id=1 

 
 
 
Choose 32 Bit Float 
 

 
 

Salve id 

Choose  
function code 03 Enter start address 1001 

(Offset address) 

Number of 
reisters 

Choose PLC 
address 
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4. Read temperature input 

Fox example, read 4 channels of Ti, slave id=1 

 

 

Salve id 

Choose  
function code 03 

Enter start address 1501 
(Offset address) 

Number of 
reisters 

Choose PLC 
address 
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Choose 32 Bit Float 
 

 
 

 

 

 


